From boatanchors@theporch.com Mon Jan 9 00:35:50 1995 
Date: Sun, 8 Jan 1995 23:05:35 -0600 

Message-Id: <Q1HLMD5EG2K28YHYRL@RANDB.PPRD. Abbott .Com> 
From: Unknown%MATRXA@randb.abbott.com 

Subject: Back again??? 


>From: Kana, Michael (D9CY) 
Date: Sun, Jan 8, 1995 5:58 PM 
Subject: Back again??? 

To: boatanchors 

Howdy all. 


Well, I think the #$x!@ server is back up because Im getting mail 
from Dec 8 which was the last time it blew up. Im currently looking 
at aol or Delphi to assume my server needs. They seem much more 
reliable! 


Anyway, latest toy to appear at the shack was a Nems Clarke REU 300 
down converter S/N430. It is in very clean good shape and the 450 

to 900 mhz section works just fine. The other section (250-450 or 
there abouts) needs some probing but it might just be a weak bottle. 
Kind of amazing... the UHF portion of the converter looks just like the 
kind found in 60's era UHF TV sets! Neat toy.... 


Hopefuly this makes the net es 73's 
Mike Kana AAYIL 


From boatanchors@theporch.com Sun Jan 8 16:51:16 1995 

Date: Sun, 8 Jan 1995 15:18:31 -0600 

Message-Id: <Pine.3.89.9501081440.B1306-0100000@thelair. zynet.com> 
From: johnb@thelair.zynet.com 

Subject: CA find 


While on the left coast at Christmas, I spotted a 2 1/2 foot tall 
red white and black RCA tube box. Empty....but I am not sure it contained 
anything. Were these promotional items to place in a window or something? 
It appears to be overcoated with some sort of waxy preservative... 

O£ course I got it! A $4 treasure! 


/john 


John M. Brewer wb5oau "there's a reason the reset button 


johnb@thelair.zynet.com on a PC is on the front panel." 


From boatanchors@theporch.com Sun Jan 8 02:05:13 1995 
Date: Sat, 7 Jan 1995 23:59:38 -0600 

Message-Id: <199501080149.RAA28234@netcom15.netcom. com> 
From: dgf@netcom.com (David Feldman) 

Subject: Drake R4C tuning knob - vertical play 


My Drake R4C has a bit of vertical play in the main tuning knob. You cah 
push upwards on the knob; it will move maybe 1/16", and the frequency will 
change a couple of kHz. I fully removed the front panel and couldn't find 
anything to tighten or adjust. Is there anything else I should look at, 

or is the bearing race just shot? 


The receiver has always been in this condition since I got it from the 
previous owner, so the problem did not develop suddently. It also isn't 
getting any worse, but the difficulty in tuning makes sharp CW work 

a bit difficult. 


Advice by e-mail gratefully appreciated! 


73 Dave WBOGAZ dgf@netcom.com 


From boatanchors@theporch.com Sun Jan 8 23:38:01 1995 
Date: Sun, 8 Jan 1995 22:07:41 -0600 

Message-Id: <9501090705.22614.AA@smrouter.AAC.COM> 
From: Johnson_Dan@AAC.COM 

Subject: Help with ART-13 power supply parts sources? 


Having recently acquired an ART-13 transmitter, I am assembling parts 
with novice BA enthusiasm to bring it back to life with the power 
supply described in ER #62 (June '94) by Bill Kleronomos/KDOHG. This 
is my first experience homebrewing old technology in a world far too 
new (and too low-voltage, I might add), so I could use some help 
finding the remaining parts. (Threw in some of the CW mods parts 
below, too.) 


Can anyone suggest sources for things like: 


Chokes: 100mH @ 10A, 8hy @ 200ma and 250ma 

Caps: 5000 mF @ 50V, 80uF @ 450V, 10uF @ 2kV, .1 uF @ 1kV 
Power resistor: 50k Ohm @ 50W 

Diode: 10-50W stud mount 150V zener 

Power transformer: 115V to 28V 10A 


The supply is supposed to run 27V @ 10A (ack! mostly for the autotune 
motor, I think), 400V @ 225ma, and 1000V+ @ 250ma, and it's sure 


suggesting new areas for hamfest scavenging, though I did pick up a 25 
henry choke for $1 at the last one. (Its DC resistance reads as 
advertised, too, so it probably isn't open.) 


Digi-Key is for computer weenies, and Antique Electronic Supply is for 
receivers. Don't know where else to turn. 


Related question: what can one use to load a power supply which is 
under construction to test it without destroying it? I havea 
homebrewed 1000V supply picked up at a hamfest which has the ominous 
Dymo warning, "DO NOT OPERATE UNLOADED", and I don't feel particularly 
comfortable using the ART-13 as the test load. (Is it necessary to 
load a high voltage transformer out of circuit to determine its 
step-up ratio?) 


Mni tnx de KC4EWT 
Johnson_Dan@aac.com 


P.S. I'm 34, and the only reason I wasn't doing this sort of thing 
earlier is that I couldn't afford it. (XYL thinks I still can't, hi.) 
Hope this helps dispell some of the lamentations that BAs will die 
with the OFs: not if I can help it. BTW, my first BA was a BC-348-Q 
(chassis now on desk for repairs) purchased for $25 in the 70s. The 
thrill saturated me then and has yet to dissipate. 


From boatanchors@theporch.com Sun Jan 8 23:24:32 1995 
Date: Sun, 8 Jan 1995 21:53:40 -0600 

Message-Id: <950109034841_72227.1640_EHM91-1@CompuServe. COM> 
From: "David L. Stinson AB5S/7" <72227.1640@compuserve.com> 
Subject: Honest Traders 


Several guys have written and asked me to comment about 
specific people I've dealt with. I'll make this reply 
public so there are no misunderstandings. 

I can only state my experiance with these folks 

and wouldn't presume to speak for anyone else. 


Don Merz: 
Some say his prices are too high. I say if people 
pay them then they're not. If the price on something 
is too high, open and free market action will force 
it lower. It is, after all, Don's money invested and 
he's entitled to set his price. The bottom line: 
I've bought several things from Don. 
In every case he has delivered 150% of the value 
he promised. Each piece has been equal or better 
then his description and well shipped. He is by 


his own admission a little slow to ship, but if 

I had six kids I'd NEVER get around to it! I'd rather 
deal with a slow, honest man then a fast crook. 

I recommend doing business with him. 


Joe Sloss: 
Joe is a sharp trader and drives a hard 
bargain. He came through promptly on 
his end of our dealings and sent 
excellent equipment that was better then 
he promised. What more can you ask? 


J.B. Jenkins: 

J.B. has a world of stuff to unload. I've bought 
and traded with him and he has also been 

better then his word every time. 


All these guys have been "four-square" and more with me. 


73 DE AB5S/7 Dave S. 


From boatanchors@theporch.com Sun Jan 8 18:04:48 1995 

Date: Sun, 8 Jan 1995 16:33:53 -0600 

Message-Id: <Pine.ULT.3.91.950108142905 .24725C -100000@ohm.elee.calpoly.edu> 
From: Cal Eustaquio <ceustaqu@ohm.elee.calpoly.edu> 

Subject: HT-37 "sold" 


To all who have read my last "ad", the '37 is sold. Thanks for reading my 
lists and hope we can do business in the future sometimes. I agree the 
best price for these units is "free" but you gotta be quick on the draw. 
The first e-mail that I receive requesting a piece is the one that gets 
it. Cal, N6KYR 


From boatanchors@theporch.com Sun Jan 8 01:46:55 1995 
Date: Sun, 8 Jan 1995 00:05:13 -0600 

Message-Id: <950108000548_2162071@aol . com> 

From: WJoeW@aol.com 

Subject: Need Breting 40 Schematic 


I am in desperate need of a Breting Model 40 schematic. This is an ancient 
SW receiver (1930's) which is a bit rare. I have checked all usual channels. 
Someone out there has one. 


Thanks. 


Joe 


wjoew@aol.com 


From boatanchors@theporch.com Sun Jan 8 17:07:06 1995 
Date: Sun, 8 Jan 1995 15:36:06 -0600 

Message-Id: <950108163219_2672371@aol . com> 

From: WJoeW@aol.com 

Subject: new 304TL tubes for sale 


I have four NIB (surplus)) Eimac 304TL's for sale. $200 for the lot of four. 
Joe 
wjoew@aol.com 


From boatanchors@theporch.com Sun Jan 8 19:20:51 1995 
Date: Sun, 8 Jan 1995 17:50:21 -0600 

Message-Id: <9501082340.AA07450@mirage> 

From: mirage! pamars@uhura.neoucom.EDU (P.A.Marshal1) 
Subject: Re: Plug-in coils 


BOBME@laguna.epcc.edu writes: 


The Coils are air core, and wound on a cardboard form. Form size: 2". 
The coil is attached to a plastic(bakelite?) base which has the male 
pin and female hole. I tried drawing an ASCII graphic of the coil, it 
was very crude, so I erased it. The winding are visible, and it is not 
potted or encased in any way. These were given to me by a now deceased 
ham. he started his ham hobby with spark gap. 


VVVVV VV 


PACENT ads vanished from the pages of QST sometime during 1931, the feb-31 
ad was for record cutting and playback turntables. However in the ads I 
found in 1929 and 1930 issues are for "Duo Lateral" coils, a photo shows a 
air core "pie" coil, open wound on some sort of form with the PACENT logo 
printed on the inside of the form. There is no base, just wire leads, the 
diam. is about three times the lenght (height). The rest of the add notes: 
"The complete line of all standard turn ratios perferred by leading lab- 
oratories and engineers" With only two contacts I wonder if they could be 

a set of coils for a wave trap set? If so they would each be of a different 
size I would expect. 


Al Marshall "Real Radios Glow in the Dark" almarshall@acm.org 


As nightfall does not come at once, neither does oppression. In both 

instances, there is a twilight when everything remains seemingly unchanged. 

And it is in such twilight that we all must be most aware of change in the 

air--however slight--lest we become unwitting victims of the darkness. 
Justice William 0. Douglas 


From boatanchors@theporch.com Sun Jan 8 20:37:16 1995 

Date: Sun, 8 Jan 1995 19:05:59 -0600 

Message-Id: <Pine.3.89.9501081843 .A538989950 -0100000@LAGUNA.EPCC .EDU> 
From: BOBME@LAGUNA.EPCC.EDU 

Subject: Re: Plug-in coils 


On Sun, 8 Jan 1995, P.A.Marshall wrote: 


> oratories and engineers" With only two contacts I wonder if they could be 

> a set of coils for a wave trap set? If so they would each be of a different 
> size I would expect. 

> 

These coils are of different sizes (inductances). The boxes have the 

values marked on them. 


Bob, NOHDH 


From boatanchors@theporch.com Sun Jan 8 20:37:19 1995 

Date: Sun, 8 Jan 1995 19:03:38 -0600 

Message-Id: <Pine.3.89.9501081752 .A538989950 -0100000@LAGUNA.EPCC .EDU> 
From: BOBME@LAGUNA.EPCC.EDU 

Subject: Re: Plug-in coils 


On Sun, 8 Jan 1995, P.A.Marshall wrote: 


PACENT ads vanished from the pages of QST sometime during 1931, the feb-31 
ad was for record cutting and playback turntables. However in the ads I 
found in 1929 and 1930 issues are for "Duo Lateral" coils, a photo shows a 
air core "pie" coil, open wound on some sort of form with the PACENT logo 
printed on the inside of the form. There is no base, just wire leads, the 
diam. is about three times the lenght (height). The rest of the add notes: 
"The complete line of all standard turn ratios perferred by leading lab- 
oratories and engineers" With only two contacts I wonder if they could be 

a set of coils for a wave trap set? If so they would each be of a different 
size I would expect. 


VV VV VV VV VV VV 


Al; 

These coils are exactly as you described. However the coils do have a base. 
The cover has a picture like the one you saw in the ad, but again, this 
picture shows the coil with the base. At the top of the box cover is the 
word "PACENT" then a picture of the coil. Under the picture of the coil 
are the words "mounted" Duo-Lateral" and Inductance" 


I'm still working on get the inventory of these coils posted. 
Bob, NOHDH 


From boatanchors@theporch.com Mon Jan 9 00:29:06 1995 

Date: Sun, 8 Jan 1995 22:58:59 -0600 

Message-Id: <Pine.3.89.9501082107 .A538994798-0100000@LAGUNA.EPCC.EDU> 
From: BOBME@LAGUNA.EPCC.EDU 

Subject: Plug-In Coils Inventory 


Here is the list of Plug-in Coils. I also have two coil recepticles. 
Each coil recepticle has two variable and one stationary platform. 
One of the coil recepticles was made by ASTERLOID of Brooklyn, NY 
The other recepticle has no marking what-so-ever. 


The Inventory follows: 
Coils by Deforest, 


Label description: duo-lateral windings, ultra honeycomb 
Type DL -- 1250 2ea 


750 2ea 
500 tea 
400 tea 


Coils by Pacent. 
Label description: mounted, duo-lateral windings 


size: 300 tea 
200 tea 
100 tea 
75 tea 


What are they worth? What equipment were they used in? Who needs them? 


Bob, NOHDH 


From boatanchors@theporch.com Mon Jan 9 00:25:23 1995 
Date: Sun, 8 Jan 1995 22:55:04 -0600 

Message-Id: <950108235452_3051171@aol .com> 

From: WaltN@aol.com 

Subject: R390A help sought 


This weekend I replaced the expensive 26Z5W rectifiers with solid-state 
diodes and a dropping resistor. The B+ is right where it was with the tubes, 


and all worked well for the las couple of days. I had been in the habit of 
turning the radio on to the standby position for 30-45 seconds to let the 
tubes heat up before applying B+. Then, once, I forgot and turned the radio 
on to AGC mode immediately. You guessed it...something is (not obviously) 
toasted. 


The receiver acts as though the AGC is not working properly. Has anyone 
experienced this problem? Any suggestions? All help greatly appreciated!. 


BTW, the Kiwa MAP works xfantastically* with the 390A, producing audio that 
has to be heard to be believed. If you have one of these units, or run across 
one in an ad or at a hamfest, xgrab itx! 


73 de Walt 


